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Cc 
Cable 
Report of Comm. B-1, 138. @-t 
Cast Iron 
Report of Comm. A-3, 104. 
Report of Comm. A-7, 129. — 5 
Cellulose 
Report of Comm. D-23,540. > 
Cement 


cement-aggregate reaction 
accelerated test (Scholer and Smith), 1165. 
methods of analysis (Bean and Hackney). 
Published in ASTM Bu ttetin, No. 197, 
Apr., 43 (TP71). 
mortar 
compressive strength 
mechanical mixing 
proposed pow Published in ASTM 
BuLteTin, No. 196, Feb., 24. 
oxychloride, magnesium 
Report of Comm. C-2, 338. 
oxyquinolate determination of magnesium 
oxide (Bean and Tucker). Published in 
ASTM Buttetin, No. 201, Oct., 62 
(TP224). 
oxysulfate, magnesium 
Report of Comm. C-2, 338. 
proposed tentative methods 
Report of Comm. C-9, 356. 


Report of Comm. C-1, 335. 
thermal insulating 


Report of Comm. C-16, 389. a 
volume change (Anderegg and Anderegg). 
Scheduled for publication in 1955 ASTM 
BULLETIN. 
Cemented Carbides 
Report of Comm. B-9, 311. : 
Ceramics 
metal coatings 
Report of Comm. C-22, 394. 
arpy 
(Hartbower), 929. Disc., 937. 
emical Analysis 
Report of Comm. E-2, 559.  canase 
Report of Comm. E-3, 562. _ 
Chemical Resistant Units 7 
Report of Comm. C-15, 387. _ 
Chip Resistance 
paint 
measuring instruments (Brightwell). Pub- 
lished in ASTM Buttetin, No. 200, 
Sept., 53 (TP179). 
Clay Pipe 
Report of Comm. C-4, 342. 
Coal 
Report of Comm. D-5, 427. 
Coal Sampling 
Symposium on Coal ——— Summary of 
Proceedings of STP 162, 1 
analysis (Anderson and Sutherland). 
binomial sampling (Visman). 
British progress (Tomlinson). 
coal sampler 
Geary-Jennings (Bertholf and Webb). 
(Coryell, Schwerd, and Pa- 
rente). 
revolving cylinder (Blatter). 
multilot sampling (Miskimen and Thurs- 


ton). 
th oretical development (Bertholf). 
Coatings 
ar, 
Report of Comm. B-7, 260. 
ceramic 
Report of Comm. C-22, 394. 
electrodeposited 
Report of Comm. B-8, 295. 7 
salt spray tests 
Report of Comm. B-8, 299. 
metal 


Report of Comm. A-5, 106. 
protective 
Report of Comm. C-16, 389. > . 
supplementary 
Report of Comm. B-8, 295. 
Coke 
Report of Comm. D-5, 427. 
Color 


Symposium on Transparent and Translucent 
Products. Published in ASTM Bu ttetin, 
No. 201, Oct. and No. 202, Dec.; see 
also Summary of Proceedings, 1387: 
agricultural products (Gould, Davis, and 
Mavis), Dec., 61 (TP247). 
brewing industry (Stone), Oct., 40 (TP202). 
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dairy products (Keeney), Dec., 70 (TP256). 
general disc., Dec., 71 (TP257). 
grading. (Inge), Oct., p. 36 (TP198), Disc a 


petroleum products (Hancock and Watt), 
Oct., 31 frp P193). 
su industry McGinnis), Oct., 42 
= Disc., 48 (TP210). 
summary (Judd), Dec., 72 (TP2 
surface coating (Scofield), Dec. és ve TP254). 
Compression 
cement 
mechanical mixing 
proposed aan, Published in ASTM 
BuLtetIn, No. 196, Feb., 24. 
creep-time relationship for nylon (Marin, 
Webber, and Weissmann), 1313. Disc., 1329. 
Swedish fir (Norén). Published in ASTM 
BuLtetin, No. 202, Dec., 43 (TP229). 
Concrete 
aggregates 
examination (Mielenz), 1188. 


autogenesis (Rowe). Published in ASTM 
Buttetin, No. 201, Oct., 63 (TP225). 
cement-aggregate reaction 
accelerated test (Scholer and Smith), 1165. 
fly ash admixture (Minnick), 1129. (R). 
4 Disc., 1159. 
Report of Comm. C-9, 347. 
significance of tests 
Significance of Tests on Concrete. Summary 
of Proceedings of STP 169, 1242: 
admixtures 
air-entrained (Wuerpel). 
mineral properties 
mixing and curing (McCoy). 
petrographic examination (Mielenz). 
(Also included in these 1954 Proceed- 
ings, 1188. (R)) 
setting time (Scripture). 
statistical relation 
cylinder, modified cube, beam strength 
(Kesler), 1178. Disc., 1186. 
Concrete Masonry Units 


Report of Comm. C-15, 387. 
Concrete Pipe 
Report of Comm. C-13, 381. 
Conditioning 
Report of Comm. E-1, 542. 
Report of Comm. B-1, 138. 
Consistency 
Report of Comm. E-1,542, 
Contact Materials 
Report of Comm. B-4, 160. 
Containers 
glass 


Report of Comm. C-14, 385. 
Report of Comm. D-10, 479. 
Copper 
creep characteristics (Port and Blank), 1038. 
Report of Comm. B-2, 145. 
Report of Comm. B-5, 163, 167, 173. 
wire 
Report of Comm. B-1, 138. 
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Corrosion 
atmospheric 
light metals (Adam and Dougherty), 270. 
electrodeposited coatin 
Report of Comm. B 295. 
galvanic 
Report of Comm. B-3, 147,150. 
Report of Comm. A-5, 106, 110,123. 
Report of Comm. B- 3, 147. re 
Report of Comm. B-6, 257. | 
— of Advisory Comm. on Corrosion, 314. 
stee 
Report of Comm. A-10, 130. 
Cotton 
dyeing behavior 
proposed method of test. Published in Oct., 
1954, Compilation of ASTM Standards 
on Textile Materials. 
Report of Comm. D-13, 493 
Creep 
aluminum under static and fatigue stress 
(DeMoney and Lazan), 769. Disc., 783. 
zirconium (Manjoine and Mudge), 
1050 
copper alloys (Port and Blank), 1038. 
heat-resistant alloys 
statistical evaluation (Rush and Freeman), 
1098. Disc., 1123. 
magnesium wrought alloys 
temperature properties (Baker), 


nylon (Marin, Webber, 
1313. Disc., 1329. 
plastics 
effect of crystallinity, crazing, aging, and 
residual stress (Findley), 1307. 
sand-casting alloys 
temperature properties (Nelson), 
1081 


and Weissmann), 


Creep-Rupture 
hardened 1040, 4340, and Ni-Cr-Mo-V steels 
(Smith and Seens), 1028. 
distillation test (Stasse), 1258. 
Cyclic Heating and Stressing 
metals at elevated temperatures 
Symposium on Effect of Cyclic Heating and 
Stressing on Metals at Elevated Tem- 
peratures. Summary of Proceedings of 
STP 165, 700: 
aircraft sheet alloys (Guarnieri). 
constant and cyclic-load creep tests 
(Simmons and Cross). 
creep (Dorn and Shepard). 
= rupture of steels (Smith and Hous- 


overloads (Caughey and Hoyt). 
fatigue (Coffin). 
rupture strength (Miller). 
scaling of Fe-Cr-Ni alloys (Eiselstein and 
Skinner). 
_ 


Deformation Rate 
Swedish fir (Norén). Published in ASTM 
Buttetin, No. 202, Dec., 43 (TP229). 
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De-icing Solutions 
chemical evaluation (Berger). Published in 
ASTM Buttetn, No. 197, Apr., 67 (TP95). 
Density 
cohesionless soils (Griffin), 1270. 
Design of Experiments 
Symposium on Design of Bere Sum- 
mary of Proceedin ashington Na- 
tional Meeting, 1387. 
Detergents 
Report of Comm. D-12, 490. 
Die Castin; 
analytical study. Published in ASTM Butte- 
TIN, No. 196, Feb., 61 (TP69). 
Report of Comm. B-6, 257. 
Dielectric Constant 
aviation fuels 
sed methods of test. Published in 
eb., 1955, Compilation of ASTM Stand- 
ards. on Electrical Insulating Materials. 
errors in measurement (Field), 456. 
Distillation 
creosote (Stasse), 1258. 
four yay steamer (Antelman). Published in 
BuLteTIN, No. 197, Apr., 


66 
petroleum 
information on test method. Report of 
Comm. D-2, 416. 


District Activities 
Report of Comm. on District Activities, 89. 
Dudley Medal 


Summary of Proceedings of the Fifty-seventh 
> Annual Meeting, 21. 
E 


Efflorescence 
masonry mortar (Rogers). Published in 
ASTM Buttetin, No. 200, Sept., 64 
(TP190). 
Elastomer 
hardness testing at low temperatures (Labbe). 
Published in ASTM Buttetrn, No. 199, 
July, 73 (TP151). 
_ stiffness testing at low temperatures (Conant). 
Published in ASTM Bvttetin, No. 199, 
July, 67 (TP145). 
vulcanizates 
effect of temperature (Juve and Schoch). 
Published in ASTM Buttetin, No. 195, 
Jan., 54 (TP16). 


Electronics 
materials 
a of Comm. B-4, 160. 
Emission trosc 
Report 2, 559. r 
Enamel 
porcelain 
Report of Comm. C-22, 394. 


Etching, Electrolytic 
steel, stainless. Published in ASTM Butte- 
TIN, No. 195, Jan. (Streicher), 63 (TP25); 
( Beck, Greene, and ay 68 (TP30): 
( Jeckoon a and Luce), 71 (TP33). 
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Fatigue 
aircraft structures (Carl and Wegeng), 903. 
Disc., 926. 
aluminum 
and (DeMoney and Lazan), 
Disc., 783. 
influence of had aptitude (Corten, Sin- 
clair, and 37. (R) Disc., 753. 
metallo — (Hunter and Fricke), 
717. (R) 
subjected to biaxial stress (Bundy and 
Marin), 755. (R) Disc., 767. 
aluminum (Templin), 641. (R). 
design-level curves 
— procedure (Schuette), 853. Disc., 
6 


failure criterion for roy axial stresses (Stulen 
and Cummings), 822. (R). 
high-temperature materials (Goldberg 
and Lombardo), 325. 
Prot method (Corten, Dimoff, and Dolan), 
875. (R) Disc., 895. 
Report of Comm. E- 9, 596. 
softening cold-worked and 
Palchoudhuri), 701. (R) Disc., 713. 
stress in torsion and axial load (Findley), 836. 
(R) Disc., 847. 
testing machine 
of stress (Romualdi, Chang, and 
Peck). Published in ASTM Bvuttetin, 
No. 200, Sept., 39 (TP165). 
titanium (Romualdi and D’Appolonia), 798. 
(R) Disc., 816. 
Cc D-6, 434 
eport of Comm. D-6, 
rt of Comm. 
Filler Metals 
stainless steel 
welding rod specitications. Published in 
ASTM ButtetIn, No. 198, May, 77 


(TP123). 
Filter Block 
clay 
Report of Comm. C-15, 387. 
Finances 
Auditors’ Report, 63. 
Fineness 


wet sieve method (Kobliska and Rodenber- 
ger). Published in ASTM Bu ttetin, No. 
200, Sept., 46 (TP172). 
Fire Tests 
Report of Comm. E-5, 591. 
Flexure 
repeated load machine (Roesli, Loewer, and 
Eney). Published in ASTM Buttetin, No. 
196, Feb., 50 (TP58). 
Fly Ash 
use as a pozzolan in concrete (Minnick), 1129. 
(R) Disc., 1159. 
Forging Ingots 
ultrasonic testing (Hafemeister). Published in 
ASTM Buttetin, No. 197, Apr., 52 (TP80). 


I 
js 
4 
4 
| 
4 
‘ 
J 


| 


SUBJECT 


heat of combustion and aniline-gravity (Jes- 
sup and Cogliano). Published in ASTM 
_ Buitetin, No. 201, Oct., 55 (TP217). 
aviation 
dielectric constant 
pro methods of test. Published in 
eb., 1955, Compilation of ASTM 
Standards on Electrical Insulating Ma- 
terials. 
diesel 
i. on Diesel Fuels. Summary of 
roceedings of STP 167, 1386: 
available at roadside filling stations 
(Howe). 
domestic diesel fuels (Larson). 
furnace oils (Messick). 
marine operations (Habermann). 
problems in contractors’ equipment (Vol- 
lentine). 
problems in interstate coach operation 
(Duvall). 
problems in railroad operations (Seniff). 
specifications requirements (Ward). 
storage problems (Moore and Lakin). 
gasoline 


of Comm. D-2, 403. 
ta ility 
« 


correlation of induction tests (Donahue). 
Published in ASTM Bouttetin, No. 
200, Sept., 61 (TP187). 

induction period (Power). Published in 
ASTM Bottetw, No. 200, 58 (TP184). 


jet 
filterability 

proposed method of test. Published in 
ov., 1954, Compilation of ASTM 
Standards on Petroleum Products and 

Lubricants. 

sulfur 
proposed method of test. Published in 
Nov., 1954, Compilation of ASTM 
2 Standards on Petroleum Products and 

Lubricants. 


G 


Gasoline, see Fuels. 
Gaseous Fuels 
Report of Comm. D-3, 418. 
Gillett Lecture 
fatigue of aluminum (Templin), 641. (R). 


Glass 
Report of Comm. C-14, 385. 
textiles 
Report of Comm. D-13, 493. 


INDEX 


Hardness Testing 


Report of Comm. E-1, 542. 


Hiding Power 


paints (Switzer). Published in ASTM Butte- 


TIN, No. 197, Apr., 60 (TP88). 


High Temperature 
plastics testing (Klute and McKee). Published — 
in ASTM No. 202, Dec., 50 
(TP236). 
way Materials 
rt of Comm. D-4, 420. 
Hogentogler Award 
Summary of Proceedings of the Fifty-seventh 


Annual Meeting, 14 
Honorary Awards 
Summary of Proceedings of the Fifty-seventh 
Annual Meeting, 9. 


Hydrocarbons 
aromatic 


bromine index 
proposed method. Report of Comm. 
D-16, 510. 
presence in fraction 
infrared spectrophotometry 
proposed method of test. Published in 
ov., 1954, Compilation of ASTM 
Standards on Petroleum Products and 
Lubricants. 
Report of Comm. D-16, 508. 
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Py 
Poisson effect (Hartbower), 929. Disc., 937. 


specimen size effect 
steel notched bars (Schwartzbart and 
Sheehan), 939. (R) Disc., 952. 


notched-bar test (Raring and Rinebolt), 956. 


steel 


Disc, 9 
test 


sheet metals (Muhlenbruch). Published in 
ASTM Bouttetin, No. 196, Feb., 43 
(TP51). Disc., 49 (TP57). 


tester 


textiles (Dickson and Davieau). Published 

in ASTM Buttetin, No. 198, May, 85 
(TP131). 
Insulating Materials 


electrical 


errors in measurement of dielectric constant 


(Field), 456. 
Report of Comm. D-9, 444. 
Report of Comm. D-20, 529. 


um on Temperature Stability of 


lectrical Insulating Materials. Sum- 
mary of Proceedings of STP 161, 1385: 
deflected beam-film rupture test (Morgan 


properties (Scott, Ehrlich, and Richard- 


Grain Size Symposi 

refractaloy-26 

fatigue notch sensitivity (Toolin), 786. (R) 
Disc., 797. 

Report of Comm. B-5, 173. + and Mathes). 
Grease 7 dielectric 

Report of Comm. D-2, 403. 
Gypsum son). 


Report of Comm. C-11, 374. 


measurements on plastics (Hazen). _ 
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Insulating Materials—continued. 
electrical resistivity (Wechsler). 
fabrics (Bartlett). 
flexible sheet insulation (Plettner and 
Currin). 
heat aging characteristics (Morgan and 
Mathes). 
insulating varnishes (Haroldson). 
polyviny] chloride compounds (Bartlett). 
silicone varnished glass fabric (Anderson). 
a plastics (Winans and 
Han 


impact machine (Burns). Published in ASTM 
ULLETIN, No. 195, Jan., 61 (TP23). 
International Relations 
Report of Comm. on Standards, 76. 


L 
Lacquer 
Report of Comm. D-1, 396. 
Lateral Loads 


Supplement to Symposium on Lateral Loads 
Tests on Piles, STP 154-A, 1243: 
earth pressure and deflection (Mason and 
Bishop) 
pressure aetie analysis (Palmer and 
Brown). 
Low 
hardness testing elastomers (Labbe). Pub- 
lished in ASTM Buttetin, No. 199, July 
73 (TP151). 
plastics testing (Klute and McKee). Published 
in ASTM Buttetin, No. 202, Dec., 50 
(TP236). 
stiffness testing elastomers (Conant). Pub- 
lished in ASTM Bu tetin, No. 199, July, 
67 (TP145). 
Lubricants 
Report of Comm, D-2, 403. 
Lubrication 
Symposium on Engine Design Effects. Pub- 
lish hed in ASTM Buttetin, No. 198, 
May: 
bearing wear (Junge), 64 (TP110). 
oil requirements (Hamer, Tutwiler, 
Magnesium 
exposure (Adam and Dougherty), 
0. 


Weisel), 70 (TP116). 
wear (Mougey), 57 (TP103). 


and 


sand-casting alloys 


elevated-temperature properties (Nelson), 


wrought alloy: s 
-temperature properties (Baker), 


ae. of Comm. B- 7, 260. ga 


Magnetic Properties 

Report of Comm. A-6, 128. 
Magnetic Testing 

steel connecting rods 


gamma ray and magnaflux (Thompson). 
Published in ASTM, Buttetin, No. 197, 
Apr., 58 (TP86). 
Malleable Iron 
Report of Comm. A-7, 129. 
Marburg Lecture 
— of engineering data (Dodge), 
.(R). 


Masonry 
cracking and damage 
~~ tile moisture expansion (McBurney), 
1219. (R) Disc., 12 250. 
Report of Comm. 12, 379. 
Membership 4 
Report of Board of Directors, 37. 
Metal Cleaning 
Report of Comm. D-12, 490. f 
Metallography 
electron microstructure 
bainite and martensite in steel 
Report of Comm. E-4, 568. Disc., 588. : 
Report of Comm. E-4, 566. 
Metals and Alloys 
chemical analysis 
Report of Comm. E-3, 562. 
non-ferrous 
Report of Comm. B-3, 147, 150. 
Metals, Light 
Report of Comm. B-7, 260,263. 
Metal Powders 
Report of Comm. B-9, 311. 7 
Mica 
Report of Comm. D-9, 444. 
Microstructure 
alloy steel 
elevated temperature oe (Heger, 
Hodge, and Marshall), 1003. 
Mortars 
chemical-resistant 
Report of Comm. C-3, 340. 
efflorescence testing (Rogers). Published in 
ASTM BuLeEt1n, No. 200, Sept.,64 (TP190). 
Report of Comm. C-12, 379. 
volume change (Anderegg and Anderegg). 
Scheduled for publication in 1955 ASTM { 
BULLETIN. 
Motor Oil, see Oil, motor. 


N 


Naval Stores 
Report of Comm. D-17, 513. 
Nickel and Nickel Alloys 
Report of Comm. B-2, 145. e 
Nickel Silver 
mechanical cc (Gohn, Guerard, and 
Herbert), 2 
Non-Destructive "Testing 
correlation of Betatron (Norris). Published in 
ASTM BuLtett, No. 197, Apr., 56 (TP84). 
forging ingots (Hafemeister). Published in 
ASTM Bu ttetr, No. 197, Apr., 52 (TP80). 
Papers on Non-Destructive Testing. Published 
in ASTM Buttetin, No. 196, Feb., No. 
197, Apr., and eee — May; also avail- 
able in special re rep! 
betatron (Norris), ‘56 (TP84). 


: 
| 
wit 
3 


flash X-ray studies (Criscuolo and O’Con- 
nor). Published in special reprint only. 
fluoroscopic inspection (Polansky and 
a Published in special reprint 
only 
gamma radiography and Magnaflux indica- 
tions (Thompson), Apr., 58 (TP86). 
radiographic-performance in ordnance 
pt ys and Criscuolo). Published in 
ial reprint only. 
micrographic examination 
(Modine and O’Connor). Published in 
special reprint only. 
ultrasonic frequencies (Cook and VanVal- 
kenburg), May, 81 (TP127). 
ultrasonic reflectoscope (Tarr), Feb., 54 
(TP62). 
ultrasonic testing of forging ingots (Hafe- 
meister), Apr., 52 (TP80). 

steel connecting rods 
gamma ray and magnaflux (Thompson). 

Published in ASTM Bu ttetin, No. 197, 
Apr., 58 (TP86). 

ultrasonic frequency (Cook and VanValken- 
burg). Published in ASTM Bu ttetrin, No. 
198, May, 81 (TP127). 

X-ray in 2- and 6-million volts (Goldie, Wright, 
Anson, Cloud, and Trump). Published in 
ASTM BULLETIN, No. 201, Oct., 49 (TP211). 

Nylon 
~ time relationship (Marin, Webber, and 
Weissmann), 1313. Disc., 1329. 


oO 


Odor 
Symposium on Odor. Summary of Proceedings 
of STP 164, 1383: 
contro] methods (Turk). 
definitions (Sagarin). 
hydrocarbon concentration measurements 
in industrial exhaust fumes (Ruff). 
pollution, official’s viewpoint (Gruber). 
test room design, construction, and use 
(Deininger and McKinley). 
three-component mixtures, organoleptic ap- 
praisal (Gee). 
Oil 
lubricating requirements in engines (Hamer, 
Tutwiler, and Weisel). Published in ASTM 
BuLLETIN, No. 198, May, 70 (TP116). 
Disc., p. 76 (TP122). 
motor 
viscosity (Foreman), Disc. Published in 
ASTM Buttetrin, No. 200, Sept., 55 
(TP181). 
Oxyquinolate 
magnesium oxide determination in cement 
(Bean and Tucker). Published in ASTM 
BuLteTIn, No. 201, Oct., 62 (TP224). 


P 
Packing 
Report of Comm. D-10, 479. 
Paint 


beaded traffic (Werthan). Published in ASTM 
BuLtetin, No. 202, Dec., 59 (TP245). 
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chip resistance measurement (Brightwell). 7 
Published in ASTM Buttetin, No. 200, 
Sept., 53 (TP179). 

—_ power test (Switzer). Published in | 
ASTM Buttetin, No. 197, Apr., 60(TP88). 
Report of Comm. D-1, 396. 
safflower oil 
proposed specifications. Published in Jan., 
1938, Compilation of ASTM Standards on 
Paint, Varnish, Lacquer, and Related 
Products. 
Paintbrushes 
sampling (Snyder, Lortscher, and Beatty). 
Published in ASTM Buttetin, No. 197, 
Apr., 49 (TP77). 


Paper 
Report of Comm. D-6, 434. o-1. 
Report of Comm. D-9, 444 
Paperboard 
Report of Comm. D-6, 434. ~~ 


Papers and Publications 
Report of Comm. on Papers and Publications, 
85. 


Particle Size 
Report of Comm. E-1, 542. 
Paving Materials 
Report of Comm. D-4, 420. 
Petroleum 
hydrocarbons in Cy, fraction 
infrared spectrophotometry 
proposed method of test. Published in 
Nov., 1954, Compilation of ASTM 
Standards on Petroleum Products and 
Lubricants. 
jet fuels 
filterability 
proposed method of test. Published in 
Nov., 1954, Compilation of ASTM 
Standards on Petroleum Products and © 
Lubricants. 
mercaptan sulfur 
proposed method of test. Published in 
Nov., 1954, Compilation of ASTM 
Standards on Petroleum Products and 7 
Lubricants. 
steam-turbine oils 
emulsion characteristics 
proposed method of test. Published in 
Nov., 1954, Compilation of ASTM 
Standards on Petroleum Products and © 
Lubricants. 
reduced pressure distillation 
information on test method. Report of 
Comm. D-2, 416. 
Report of Comm. D-2, 403. 
temperature measurement 
proposed revision of method. Report of 
Comm. D-2, 411 
Petroleum Products 
determination of water by distillation 
proposed specifications. Report of Comm. " 
E-1, 554. 
distillation apparatus (Myers and Kiguchi). 
Published in ASTM Buttetin, No. 195, 
Jan., 39 (TP1). 
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pH Value 
Report of Comm. E-1, 542. 

Pigments 

of Comm. D-1, 396. 


Ree to Symposium on Lateral Load 
Tests on Piles, STP 154-A, 1243: 
earth pressure and deflection (Mason and 
Bishop). 
pressure deflection analysis (Palmer and 
Brown). 
Pipe 
clay 
Report of Comm. C-4, 342 


cotton 
concrete dyeing behavior. Published in Oct., 1954, 
- — of Comm. C-13, 381. : Compilation of ASTM Standards on 


Report of Comm. D-8, 440. 
Plastics 
creep 
effect of crystallinity, crazing, aging, and 
: residual stress (Findley), 1307. 
7 errors in measurement of dielectric constant 
(Field), 456. 
high and low temperatures (Klute and Mc- 
Kee). Published in ASTM Bu ttetin, No. 
202, Dec., 50 (TP236). 
impact machine (Burns). Published in ASTM 
TIN, No. 195, Jan., 61 (TP23). 
: Report of Comm. D-, 444. 
Report of Comm. D-20, 529 
time-temperature relationship (Goldfein), 
1344. Disc., 1352. 
weathering (Yustein, Winans, and Stark). 
Published in ASTM BULLETIN, No. 196, 
_ Feb., p. 29 (TP37). Disc., 38 (TP46). 


Polishes 


Report of Comm. D-21, 538. 
Polycrystalline Metals 
fatigue failure criterion (Stulen and Cum- 
mings), 822 
Porcelain Enamels 
Report of Comm. C-22, 394. 
Pozzolan 
fly ash admixture in concrete (Minnick), 1129. 
(R) Disc., 1159. 
Preservatives 
w 
Report of Comm. D-7, 437. 
President’s Talk 
additives (Beard). Published in ASTM 
ButtetTin, No. 198, May, 51 (TP97). 
annual address (Beard), 33. 


Printing In 
Report of Comm. D-1, 396. — 
Proposed Methods 
adhesives 
bonded specimens 
deflection. Published in Sept., 1954, 
Compilation of ASTM Standards on 
Adhesives. 
susceptibility to attack by rats. Published 
in Sept., 1954, Compilation of ASTM 
Standards on Adhesives. 
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- in ASTM Buttetiy, No. 196, Feb., 21. 


susceptibility to attack by roaches. Pub- 
lished in Sept., 1954, Compilation of 
ASTM Standards on Adhesives. 
aromatic hydrocarbons 
bromine index. Report of Comm. D-16, 510. 
aviation fuels 
dielectric constant. Published in Feb., 1955, 
Compilation of ASTM Standards on 
Electrical Insulating Materials. 
cement mortar 
compressive strength 
mechanical mixing. Published in ASTM 
BULLETIN, No. 196, Feb., 24. 


Textile Materials. 
paint 
safflower oil. Published in Jan., 1955, 
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